
RANGE DETAILS TECHNICAL DATA

INSTALLATION GUIDANCE

ROOM SUITABILITY

PROPERTIES

Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

48 to 72 hoursAcclimatisation Time

Yes - Maximum 27°CSuitable for Underfloor Heating?

Min. 10mmExpansion Gap

1-3mm UnderlayRecommended Underlay

5G ClickFitting System

The Natural Oak laminate floor takes inspiration from nature to provide a 
practical and durable flooring solution for a modern décor. Light brown tones, 
knots and grain textures combine in a realistic wood effect design that will 
bring rustic warmth to any room.Part of the Super 12mm range, this laminate 
floor comes with bevelled planks that measure 12mm in thickness. It’s an ideal 
choice for areas with heavy foot traffic, as the hard-wearing materials and 
quality build are designed to handle the demands of a busy living space. Easy 
to maintain looking like new, this floor is also easy to install with the Clic System.

  

GermanyCountry of Origin

11Boards per Pack

2.92Pack Coverage

1376Board Length (mm)

193Board Width (mm)

12Thickness (mm)

4V BevelEdge Profile

WG / Wood GrainSurface

LaminateConstruction

Low EmissionsVOC Emissions Rating

EN 717-1Formaldehyde Rating

< 14 %Water Rating

AC5AC Rating

0,103 W(m.K)Thermal Resistance

DSSlip Resistance

Cfl-S1Fire Certification

Super 12mm - Natural Oak


