
RANGE DETAILS TECHNICAL DATA

INSTALLATION GUIDANCE

ROOM SUITABILITY

PROPERTIES

Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

48 to 72 hoursAcclimatisation Time

Yes - Maximum 27°CSuitable for Underfloor Heating?

10mmExpansion Gap

1-3mm UnderlayRecommended Underlay

5G ClickFitting System

A celebration of the beauty of nature, our Herringbone range reproduces the 
charm of solid wood perfectly. The planks are tough and durable, measuring 
8mm in thickness meaning they can handle the demands of a busy, 
fast-paced family home. The surface is also conveniently easy to clean and 
maintain looking like new. Our Herringbone range is moisture resistant with the 
use of our Impero Joint Protector, making this flooring the ideal choice for 
many rooms around the home including bathrooms! This AC4 rated laminate 
floor is well suited to deal with heavy foot traffic and comes with an impressive 
20-year domestic warranty.  We would recommend using a 1-3mm underlay 
with this product. Our Timberlay Silver Pro is the perfect choice for this 
Herringbone Laminate flooring, providing an extremely hard-wearing yet 
comfortable underfoot feel, whilst helping reduce heat loss and boasting 
superb sound reduction!

  

GermanyCountry of Origin

14Boards per Pack

1.23Pack Coverage

665Board Length (mm)

133Board Width (mm)

8Thickness (mm)

4 sided V-GrooveEdge Profile

ER / Registered EmbossSurface

LaminateConstruction

Low EmissionsVOC Emissions Rating

EN 717-1Formaldehyde Rating

< 14 %Water Rating

AC4AC Rating

0,068 W(m.K)Thermal Resistance

DSSlip Resistance

Cfl-S1Fire Certification

Herringbone - Elegant Oak


