
Warranty Type Years

Residential

Installation Guidance Properties
Fitting System

Underlay Needed

Expansion Gap

Room Suitability

Click

1-3mm Underlay

12-15mm

Yes - Maximum 27°C

20

Underfloor Heating

Range Details Properties

Construction

Surface

Thickness (mm)

Board Width (m)

Board Length (m)

Species

Pack Coverage

Boards per Pack

Country of Origin

Technical Data 

Slip Resistance

AC Rating

Anti-Bacterial Coating?

Resistance to Staining

Formaldehyde Rating

VOC Emissions Rating

Edge Profile

Variation in Pack

Technical Specification 

Fire Certification

Wear Resistance

DS

AC4

Yes

Stain Bloc Technology

Class 23

E1

A+

Cfl-S1

Authentic Embossed

4 sided V-Groove

10mm

192mm

1285mm

Oak

1.73m²

7

United Kingdom

52

Jubilee - Winter Oak

Product Description

Spruce up your home in a cost-effective way with our 
fabulous range of Jubilee Laminate flooring. Impressively 
constructed with a solid 10mm thickness for a 
hard-wearing finish. The AC4 durability rating means this 
laminate will withstand the comings and goings of a busy 
home, providing you with a top-quality floor that will 
stand the test of time. Boasting realistic wood features 
with knots and grains, offering you flooring that looks 
like solid wood but at a fraction of the cost. Suitable for 
use in most rooms around the home, our Jubilee range 
can be installed over underfloor heating. Complete with 
an A+ VOC Emissions rating, the Jubilee laminate range 
is both environmentally friendly and safe, providing you 
with that much-needed peace of mind.

Laminate


