
Range Details

Installation Guidance Properties

Properties Technical Data Technical Specification

Finish

Species

Grade

Veneer

Thickness

Board Width

Board Length

Pack Coverage

Wood Origin

Brushed & Oiled

Oak

Rustic

3mm

18mm

400mm

90mm

0.65m2

Europe

Fire Certification

Slip Resistance

Thermal Conductivity

Wear Resistance

PCP Content

Formaldehyde Rating

VOC Emissions Rating

Dfl-S1

0.4-0.6

�ò

5000rEN 660-

PCP < 5 x 10- 6n

�þ�£�Ÿ�£�£�«���à�Ú�¢�à�¦

�þ���¨���ã�ã�à

Fitting System

Recommended Underlay

Expansion Gap

Suitable For Underfloor Heating?

�Ç�â�á�Ú�è�Ø���™���º�å�â�â�é�Ø

�Ç�Ü�à�Õ�Ø�å�ß�Ô�ì���Æ�Ü�ß�é�Ø�å

10 mm

Yes

Farmhouse Natural Herringbone Oak

Product Description
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�¹�Ô�å�à�Û�â�è�æ�Ø���Á�Ô�ç�è�å�Ô�ß���»�Ø�å�å�Ü�á�Ú�Õ�â�á�Ø���Â�Ô�Þ���Ù�Ø�Ô�ç�è�å�Ø�æ���ê�Ô�å�à���Õ�å�â�ê�á��
�æ�Û�Ô�×�Ø�æ���ê�Ü�ç�Û���æ�ß�Ü�Ú�Û�ç���Ö�â�ß�â�å���é�Ô�å�Ü�Ô�ç�Ü�â�á�æ�Ÿ���ç�Û�Ü�æ���æ�ç�è�á�á�Ü�á�Ú���á�Ô�ç�è�å�Ô�ß��
�ê�â�â�×���æ�Û�â�ê�Ö�Ô�æ�Ø�æ���Ô�è�ç�Û�Ø�á�ç�Ü�Ö���Þ�á�â�ç�æ���Ô�á�×���Ú�å�Ô�Ü�á���ã�Ô�ç�ç�Ø�å�á�æ���ç�Û�Ô�ç��
add character and depth. The unique imperfections 
�Ø�á�Û�Ô�á�Ö�Ø���Ü�ç�æ���å�è�æ�ç�Ü�Ö���Ö�Û�Ô�å�à�Ÿ���à�Ô�Þ�Ü�á�Ú���Ü�ç���Ô���ã�Ø�å�Ù�Ø�Ö�ç���Ö�Û�â�Ü�Ö�Ø���Ù�â�å��
�Ö�å�Ø�Ô�ç�Ü�á�Ú���Ô���ê�Ô�å�à�Ÿ���Ü�á�é�Ü�ç�Ü�á�Ú���Ô�ç�à�â�æ�ã�Û�Ø�å�Ø���ê�Ü�ç�Û���Ô���ç�â�è�Ö�Û���â�Ù��
�á�Ô�ç�è�å�Ô�ß���Ø�ß�Ø�Ú�Ô�á�Ö�Ø�¡
�µ�å�è�æ�Û�Ø�×���Ô�á�×���â�Ü�ß�Ø�×���Ø�á�Ú�Ü�á�Ø�Ø�å�Ø�×���ê�â�â�×���Ù�ß�â�â�å�Ü�á�Ú���Ö�â�à�Õ�Ü�á�Ø�æ��
�á�Ô�ç�è�å�Ô�ß���Õ�Ø�Ô�è�ç�ì���ê�Ü�ç�Û���Ø�á�Û�Ô�á�Ö�Ø�×���×�è�å�Ô�Õ�Ü�ß�Ü�ç�ì�¡���Ç�Û�Ø���Õ�å�è�æ�Û�Ø�×���Ù�Ü�á�Ü�æ�Û��
�Ö�å�Ø�Ô�ç�Ø�æ���ç�Ø�ë�ç�è�å�Ø�Ÿ���Ú�Ü�é�Ü�á�Ú���ç�Û�Ø���ê�â�â�×���Ô���å�è�æ�ç�Ü�Ö�Ÿ���Ô�è�ç�Û�Ø�á�ç�Ü�Ö���ß�â�â�Þ��
�ê�Û�Ü�ß�Ø���Û�Ø�ß�ã�Ü�á�Ú���ç�â���Ö�â�á�Ö�Ø�Ô�ß���æ�Ö�å�Ô�ç�Ö�Û�Ø�æ���Ô�á�×���ê�Ø�Ô�å�¡���Ç�Û�Ø���â�Ü�ß��
�ç�å�Ø�Ô�ç�à�Ø�á�ç���á�â�è�å�Ü�æ�Û�Ø�æ���ç�Û�Ø���ê�â�â�×�Ÿ���Ø�á�Û�Ô�á�Ö�Ü�á�Ú���Ü�ç�æ���Ö�â�ß�â�å���Ô�á�×��
�Ú�å�Ô�Ü�á���ê�Û�Ü�ß�Ø���ã�å�â�é�Ü�×�Ü�á�Ú���Ô���à�â�å�Ø���á�Ô�ç�è�å�Ô�ß�Ÿ���à�Ô�ç�ç�Ø���Ù�Ü�á�Ü�æ�Û��
compared to lacquered floors. This finish offers excellent 
�ã�å�â�ç�Ø�Ö�ç�Ü�â�á���Ô�Ú�Ô�Ü�á�æ�ç���à�â�Ü�æ�ç�è�å�Ø���Ô�á�×���×�Ü�å�ç�Ÿ���Õ�è�ç���ê�Ü�ç�Û���Ô���à�â�å�Ø��
�Õ�å�Ø�Ô�ç�Û�Ô�Õ�ß�Ø�Ÿ���á�Ô�ç�è�å�Ô�ß���Ù�Ø�Ø�ß�¡
�Å�è�æ�ç�Ü�Ö���Ú�å�Ô�×�Ø���Ø�á�Ú�Ü�á�Ø�Ø�å�Ø�×���ê�â�â�×���Ù�ß�â�â�å�Ü�á�Ú���Ù�Ø�Ô�ç�è�å�Ø�æ���á�Ô�ç�è�å�Ô�ß��
�é�Ô�å�Ü�Ô�ç�Ü�â�á�æ���Ü�á���Ú�å�Ô�Ü�á�Ÿ���Þ�á�â�ç�æ�Ÿ���Ô�á�×���Ö�â�ß�â�å�Ÿ���Ú�Ü�é�Ü�á�Ú���Ü�ç���Ô���ê�Ô�å�à�Ÿ���Ø�Ô�å�ç�Û�ì��
�ß�â�â�Þ���ê�Ü�ç�Û���ã�ß�Ø�á�ç�ì���â�Ù���Ö�Û�Ô�å�Ô�Ö�ç�Ø�å�¡���¼�×�Ø�Ô�ß���Ù�â�å���ç�Û�â�æ�Ø���æ�Ø�Ø�Þ�Ü�á�Ú���Ô�á��
�Ô�è�ç�Û�Ø�á�ç�Ü�Ö�Ÿ���â�å�Ú�Ô�á�Ü�Ö���Ù�Ø�Ø�ß�Ÿ���Ü�ç���Ô�×�×�æ���Ö�Û�Ô�å�à���Ô�á�×���×�Ø�ã�ç�Û���ç�â���å�è�æ�ç�Ü�Ö�Ÿ��
�Ù�Ô�å�à�Û�â�è�æ�Ø�Ÿ���â�å���ç�å�Ô�×�Ü�ç�Ü�â�á�Ô�ß���Ü�á�ç�Ø�å�Ü�â�å�æ�¡���Ç�Û�Ø���è�á�Ü�ä�è�Ø���Ü�à�ã�Ø�å�Ù�Ø�Ö�ç�Ü�â�á�æ��
�Ø�á�Û�Ô�á�Ö�Ø���ç�Û�Ø���ê�â�â�×�Þ�æ���á�Ô�ç�è�å�Ô�ß���Õ�Ø�Ô�è�ç�ì���Ô�á�×���Ü�á�×�Ü�é�Ü�×�è�Ô�ß�Ü�ç�ì�¡

Acclimatisation Time 48-72 Hours


