
RANGE DETAILS TECHNICAL DATA

INSTALLATION GUIDANCE

ROOM SUITABILITY

PROPERTIES

Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

48 to 72 hoursAcclimatisation Time

Yes - Maximum 27°CSuitable for Underfloor Heating?

Min 10mmExpansion Gap

1-3mm UnderlayRecommended Underlay

ClickFitting System

Are you looking for a flooring solution that combines elegance with resilience? 
Look no further than our beautiful Tivoli Laminate. Manufactured with an 8mm 
thickness and an impressive AC4 rating, this exceptional flooring option is 
designed to elevate your space while withstanding the rigours of everyday life. 
Hazelnut Oak boasts warm tones of caramel that perfectly blend with cooler 
fawn hues, complete with realistic knots and grain detailing for an authentic 
appearance. Installation is a breeze thanks to the click fit mechanism, ensuring 
a snug fit whilst also reducing installation time and costs.

  

TurkeyCountry of Origin

8Boards per Pack

1.86Pack Coverage

1205Board Length (mm)

193Board Width (mm)

8Thickness (mm)

4V BevelEdge Profile

ImpactSurface

LaminateConstruction

Low EmissionsVOC Emissions Rating

E1Formaldehyde Rating

≤18%Water Rating

AC4AC Rating

0.05 (m2K)/WThermal Resistance

DSSlip Resistance

Cfl-S1Fire Certification

Tivoli - Hazelnut Oak


