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Sorrento - Tuscan Oak

Achieve the charm of classic solid wood with our beautiful Sorrento laminate

range. Featuring a solid 12mm in thickness meaning they can handle the

demands of a busy, fast-paced family home, our Sorrento range is

manufactured with an impressive AC5 durability rating. Available in both

modern and neutral colour options, Tuscan Oak features a rich brown and

offers realistic wood grain and knot detailing for an authentic appearance.

Installation is a breeze thanks to the click fit mechanism, ensureing a snug fit

whilst also reducing installation time and costs.

RANGE DETAILS TECHNICAL DATA
CensiEden LENIELD Fire Certification cfi-st
Surface Authentic
Slip Resistance DS
Edge Profile 4V Bevel
Thickness (mm) 12 Thermal Resistance 0.08(m2K)/W
Board Width (mm) 195
AC Rating AC5
Board Length (mm) 1202
Pack Coverage 187 Water Rating <15%
Board Pack 8
SEeslperies Formaldehyde Rating El
Country of Origin Turkey
VOC Emissions Rating Low Emissions

INSTALLATION GUIDANCE

Fitting System

PROPERTIES
Click

Recommended Underlay

1-3mm Underlay

Expansion Gap

Min10mm

Suitable for Underfloor Heating?

Yes - Maximum 27°C

Acclimatisation Time

Iﬁlmlj 2%

48to 72 hours

ROOM SUITABILITY
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