Product Description

Patterned Tiles - Spanish Stone

Make a statement with beautiful designs and outstanding
quality with our vinyl range Patterned Tiles. Expertly
constructed with cushioned foam backing for enhanced
comfort underfoot, as well as a 0.2mm wear layer for a
durable surface that is easy to clean and maintain.
Boasting a stunning range of tile designs that promise to
inject a burst of colour and transcend many rooms in
your home. Suitable for underfloor heating with an
impressive 0,25 W/m.K thermal conductivity rating, our
Patterned Tiles vinyl range benefits from being easy to
clean and maintain. Complete with a generous 5-year
domestic wear warranty that will ensure greater peace of
mind.

Range Details Technical Data Technical Specification

Construction PVC Foam Fire Certification Bfl-s1
Backing Foam backing Slip Resistance R10
Thickness (mm) 2.8 Acoustical Insulation 16dB
Total Weight (gr/m?) 1550 Thermal Conductivity 0,25 W/m.K
Roll Width (m) 2m, 3m &4m Thermal Resistance 0,0112 m2/Kw
Wear Layer (mm) 0.25 Resistance to Household Chemicals Yes
Recyclable? 100% Static Electricity Propensity EN 1815
Pattern Repeat Measurement 100cm x 99.5cm Formaldehyde Rating El
Tile/Plank Measurement 16.7cm x 16.7cm VOC Emissions Rating ISO 16000
Country of Origin Belgium

Installation Guidance Properties
Recommended Adhesive Impero Vinyl Adhesive
Suitable for Underfloor Heating? Yes

Warranty Type
Residential 5

Room Suitability



