
Warranty Type Years
Residential

Installation Guidance Properties
Recommended Adhesive

Suitable for Underfloor Heating?

Room Suitability

Impero Vinyl Adhesive

Yes

3

Range Details Properties

Construction

Backing

Total Weight (gr/m²)

Roll Width (m)

Wear Layer (mm)

Recyclable?

Pattern Repeat Measurement

Tile/Plank Measurement

Country of Origin

Technical Data 

Slip Resistance

Acoustical Insulation

Thermal Conductivity

Thermal Resistance

Resistance to Household Chemicals

Static Electricity Propensity

Thickness (mm)

Technical Specification 

Fire Certification

A+

Yes

E1

<2kV (On Concrete)

Yes

0,015 m2/Kw

0,15 W/m.K

17dB

R10

Bfl-s1

Slovenia

11.7cm x 56.4cm

100cm x 100cm

100%

0.15

2 Metre, 3 Metre & 4 Metre

1365

2.3

Foam Backing

PVC Foam

Wiltshire - Carbon Parquet

Product Description

Achieve modern appeal that offers both style and 
outstanding quality with our range of Wiltshire vinyl 
flooring. Impressively manufactured with a durable 
2.3mm thickness, The Wiltshire range offers luxurious 
stone and wood effect designs all with the benefits that 
vinyl flooring has to offer, such as being easy to clean 
and maintain. Suitable for most rooms around the home 
and underfloor heating, the Wiltshire range offers an 
impressive 0,15 W/m.K thermal conductivity rating and 
17dB acoustical insulation. Phthalate Free and fully 
recyclable, the Wiltshire range provides stylish flooring 
that is also environmentally friendly.

Phthalate Free?

VOC Emissions Rating

Formaldehyde Rating


