
RANGE DETAILS TECHNICAL DATA

INSTALLATION GUIDANCE

ROOM SUITABILITY

PROPERTIES

Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

48 HoursAcclimatisation Time

YesSuitable for Underfloor Heating?

10 mmExpansion Gap

2-3mm UnderlayReccomended Underlay

Tongue and GrooveFitting System

Mayfair Frosted Oak features cool natural tones that blend seamlessly with 
contrasting dark brown knots and grains. The light, airy base is beautifully 
accented by the rich, dark details, creating a striking balance between softness 
and depth. This combination brings both elegance and rustic charm to any 
space. Oiled engineered wood flooring offers a natural, matte finish that 
highlights the wood's rich texture and grain. The oil penetrates the wood, 
providing deep nourishment and protection against moisture, dirt, and wear 
while allowing the wood to breathe. Unlike lacquered floors, oiled finishes 
maintain a more natural, earthy look, giving the wood a soft, matte appearance 
that feels warm and inviting. Prime grade engineered wood flooring offers a 
sleek, uniform appearance with minimal imperfections. It features consistent 
grain patterns, few knots, and little color variation, making it ideal for a modern, 
sophisticated look. This high-quality grade ensures a smooth, polished finish 
and enhances durability, making it a top choice for those seeking a refined, 
elegant floor with lasting performance.

EuropeWood Origin

PrimeGrade

7Boards Per Pack

2.77Pack Coverage (m²)

2200Board Length (mm)

180Board Width (mm)

14Thickness (mm)

2.5Veneer (mm)

OakSpecies

engineered, 3 layerConstruction

340 ug/m3VOC Emissions Rating

0.011 +/- 0.001mg/m3Formaldehyde Rating

not detectedPCP Content

WR1Wear Resistance

0.14W/mKThermal Conductivity

NPDSlip Resistance

Dfl-S1Fire Certification

Mayfair Frosted Oak


